
Circulating Pump

ECO-Mode
Release:
Reduce

Circulation

Reduce
Circulation

Digital Input 3

Free configurable

Option
Analog Output

4x mA

PAC
Dosing

Control of Circulation
Flow (100% or Reduced)
by Central Control Unit

provided by others

Digital Input 2

External Stop

USB

Data download
Software
update

RS 485

Process
Monitoring

System

Flocculant Dosing

Ethernet

Remote
access

Signal Output

Multi Sensor
°C,Flow

Sample Water

Digital Input 1

°C

Drain

pH

Flow

cm
mS Cl2 mV Cl-N

Pool

Sample Water STOP Alarm
or
MIN/MAX Alarm (Cl2,pH,mV,...)
or
DIN Contact for Release
Reduce Circulation

External STOP Alarm
or
MIN/MAX Alarm (Cl2,pH,mV,...)
or
Dosing Pump for Flocculant
(Peristaltic or Diaphragm Pump,Tp=30sec)

Dosing Pump for Brine
(Diaphragm or Solenoid Pump)

UV
System

Conductivity Control

DIN Contact Release:

Control Flocculation

Filter

Heater

V10k incl. Positioner Motor for CO2 Dosing
or
Dosing Pump for Acid or Caustic Solutions
(Diaphragm or Solenoid Pump)

Release Contact
UV System
or
Powdered Activated Carbon System (PAC)

V10k for Cl2 Dosing incl. Positioner Motor
or
Dosing Pump for NaClO
(Diaphragm or Solenoid Pump)

Examples:

Chlorine Dosing

pH-Correction

Reduction of Total Chlorine

CO2

UV
System

Cl2

PAC
Dosing

pH-

pH+

NaClO

Flow sheet
WT.050.810.010.IE.CN.1214

Measurement and control system
DEPOLOX POOL E 700 E

Digital Input 1

Limit
contact
Limit
contact

Limit
contact

Limit
contact

Limit
contact

Limit
contact

Limit
contact

Limit
contact

Limit
contact
Limit
contact
Limit
contact
Limit
contact

Option
4 x Relay Extension
Board

Australia
+61 3 8720 6597
info.au@evoqua.com

China
+86 10 57076305
sales.cn@evoqua.com

Germany
+49 8221 9040
wtger@evoqua.com

France
+33 1 41 15 92 20
wtfra@evoqua.com

UK
+44 1732 771777
info.uk@evoqua.com

Canada
+1 905 944 2800
canadainfo@evoqua.com

Singapore
+65 6830 7165
sales.sg@evoqua.com

USA
+1 856 507 9000
wt.us@evoqua.com

Wallace & Tiernan® Products worldwide


