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ClO2 generator
Series DIOX-A3/10

Sample water line
PVC hose ID6x3

Connecting socket R½"

towards measured
value registration

Suction help
Diaphragm dosing pump

Multi-function valve
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Storage tank

Preparation tank

Operating water tap

Connecting socket R½"

Suction line
PTFE hose
ID4x1
color orange

Withdrawal
arrangement
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The analysing system

MFC DEPOLOX 5

is optional accessory.

Reaction tower

°C

°C
QIC

Shutdown
by limit contact

Drain
and
emptying

MFC-DEPOLOX 5

Absorption
tank

Control

Oval wheel
counter

Peristaltic
metering pumps R
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Backflow preventer (if requested by
the water distribution company)

Suction line
PTFE hose
ID4x1
color violet

Dosing line
PTFE hose ID4x1
color orange

Solution
injection unit

Sample water
arrangement

*

*

IFM
Flow sheet
with MFC-DEPOLOX 5
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Hydrochloric acid
9%

Sodium chlorite
7,5%



Vent

Drain
PTEF hose
ID 4x1
colour orange

min. 2xDN straight discharge length

Inductive flow meter with
current or pulse output signal

Power supply:
230 V AC, 50 Hz

Suction help

Chlorine dioxide solution

Dosing pump
incl. wall bracket
Power supply:
230 V AC, 50 Hz

Multi-function valve

return line

Chlorine dioxide
solution

Plastic or plastic lined pipes require earthing
rings to provide a conductive connection
with the water.

The analysing system MFC DEPOLOX 5 is
optional accessory.

*

PTFE hose ID 4x1
colour of hose:
orange

Connecting
socket R 1

2"

Solution
injection unit
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Safety tank

Carboy
Hydrochloric acid
9%

to metering
unit
PTFE hose
ID 4x1
colour orange

colour of
hose:
orange

colour of hose:
violet

Suction line
PTFE hose ID 4x1

Carboy
Sodium chlorite
7,5%

Suction pipe

PVC hose
ID 6x3

with cabinet W 845 x H 1000 x D 340mm

Control
Power supply:
230 V AC, 50 Hz

DIOX-A3/10

Connecting
socket R 1

2"

straight inlet
length

min. 5xDN

*

Operating water

Operating water tap

Mains
max. 8bar

Emergency
Stop

without cabinet W 745 x H   950 x D 225mm
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Backflow preventer (if requested by
the water distribution company)

towards
measured
value
registration

PVC hose
ID 6x3

Power supply:
230 V AC, 50 Hz

Sample water
discharge

Sample water
arrangement

MFC-DEPOLOX 5

Connecting socket
R 1

2"

Shutdown
by limit contact

**

Retention tank

min. 5m
or static mixer

**

Installation
with MFC-DEPOLOX 5
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