
MIST ELIMINATOR™ SPRAY CONTAINMENT DOME FOR THE
AQUA-LATOR® HIGH SPEED SURFACE AERATOR 
Spray Containment Dome

The Mist Eliminator™ spray containment dome 
is anoptional accessory for the Aqua-Lator® high 
speedsurface aerators. The dome controls the water 
flow from the powerful pumping action of the aerator 
at its discharge, redirecting it into the bulk liquid, thus 
minimizing mist and spray.

The Mist Eliminator dome can also be used where cold 
weather might otherwise restrict the use of floating 
aerators. The dome acts to retain heat and enables the 
aerators to continue operating during periods of extreme 
low temperatures.

The Mist Eliminator domes shown below are located 
at a municipal wastewater treatment plant in the 
northeast United States. Under windy conditions, the 
plant would receive complaints of drifting spray and 
odors from nearby residents. With the addition of the 
Mist Eliminator spray containment domes, complaints 
have ceased and the plant continues to meet operational 
requirements.

Features

The Mist Eliminator dome can also be used in 
installations where cold weather conditions might 
otherwise restrict the use of floating aerators. The 
domed cover acts to retain heat and enable the 
aerators to continue operating during periods of lower 
temperatures.

•	 In	cold	weather	conditions	spray	containment	to
 minimize misting
•		 Fits	all	sizes	of	Aqua-Lator	aerators
•		 Durable,	rugged	construction
•		 Stainless	steel	mooring	ears
•		 Protective	coating
•		 Installs	easily
•		 Minimal	maintenance

Header	Photo:	Mist	Eliminator™	spray	containment	domes	installed	at	
municipal wastewater treatment plant
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OperatiOn

 A Wastewater is pumped into and through the volute.

 B As wastewater enters and then exits the discharge cone it breaks up into many small particles, 
  creating an enlarged surface area for oxygen transfer.

 C The spray discharge is contained within the inside of the Mist Eliminator™ dome, minimizing mist and better
  retaining the heat of the wastewater.

 D Mixing and dispersion of the oxygen-enriched liquid occurs.


