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Lawson Aquatics™ Frame & Grate – 24” X 48” MAIN DRAINS 

 

All drawing dimensions supplied by Neptune-Benson, LLC are for reference only.  All cad files were created using AutoCAD file format (*dwg) and are
presented as a service to our customers.  Errors sometimes occur during this process and with software incompatibility upon opening a file.  Neptune-
Benson, LLC and/or any authorized distributor of our products will not be held responsible for problems arising from files which have been converted and
does not warranty the documents against deficiencies or typographical errors of any kind.  We recommend that all measurements are verified with actual
physical product before any custom fabrication in the field occurs. 
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NOTE: Minimum internal frame size to be 24-1/4” x 48-1/4” 
 
**MAXIMUM UNSUPPORTED SPAN = 21”** 

5/8”Ø Fiberglass Rod

Frame to be constructed of heavy duty curb angle no tail 
(CA-NOTAIL).  The curb angle is made of extruded, UV 
stabilized, rigid PVC.  The PVC is corrosion resistant and 
non-conductive 
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Grate Strip Material 
UV Resistant, High 
Performance PVC

Continuous 5/8” Fiberglass Rod 
Endcap Material - PVC 
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MAIN DRAINS Lawson Aquatics™ Large Area Grates 
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SPECIFICATIONS 

Sizes 24” x 24” 24” x 36” 24” x 48” 
Flow 
Rate 

(GPM) 

Floor 810 2954 5132 

Wall 810 2954 5132 

Open Area (in2) 216 324 432 
 

 

 

FEATURES 

• Replaces ALL existing large area grates 

• Measured in one inch increments – lengthen, widen or narrow 
from any direction. 

• Permanent marking plate attached with flow rates established 
using ASME’s formula for “Q” 

• Made from high-grade PVC with fiberglass support rods 

• Available in white 

• 10 year warranty 

 

 

Lawson Aquatics is your only source for large custom-sized main drains. *Available in one-inch increments in one direction and no more than 21” 
unsupported span in the other direction. 


